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Schvdlil/Datum
; ; i . VEGASspol v.0.s. , Jiraskova 12, 602 00 Brno, Czech Republic
Nutno dodrzet tyto standardy: LEGENDA- ZACHYTNY SYSTEM PROTI PADU OSOB: / _ _ VEGASPOI fel./flax. +420 549247 183, mobil +420 608711 413, +420 608 711 414
It is essential that the following standards should be adhered to: LEGEND-RESTRAINT TO PREVENT FALLS- SeCUpO|nt Varianta A VEREINA OBCHODN| SPOLECNGST e-mail: vegaspol@vegaspol.cz  ur: www.vegaspol.cz
IC 6070 0220, DIC C76070 0220
L. . ZNACKA POPIS POCET Ks OCKO SECUPOINT
- provedeni u korozivzdorné oceli - DiliF NARl.EVL. (‘é 362/200[5 SB. MUS AEI!-YT KONSTRUKCE PROVEDENA PRESNE DLE PROJEKTOVE DOKUMENTACE
_ Stai i PRIPADNE ZMENY MUSI BYT SCHVALENY. TR ——— Soubor: y - x
Stainless steel design - ZHOTOVITEL JE POVINNEN ZMENY A UPRAVY KONZULTOVAT S PROJEKTANTAM @ KOTVICI BOD SECUPOINT 500 A Hlavni inZenyr projektu: Ing.Jan Gallus Ul D:/Akee/COV Veverské ity3ka/Realizace
- . x - ZHOTOVITEL JE POVINNEN SKUTECNE ROZMERY A STAV ZKONTROLOVAT NA STAVBE. ANCHOR POINT SECUPOINT 500 A 9 ,\/_ Zodpovédny projektant: Ing. arch. lja Coufal Plot file:
- certifikace kotviciho bodu dle CSN EN 795 _ - ACCORDING TO REGULATION NO. 362/2005 COLL. MUST BE CARRIED OUT JUST BY CONSTRUCTION PROJECT Lotk korvr T SLovEony Vypracoval p—s v,
- Certification of the anchoring point in accordance with CSN EN 795 DOCUMENTATION CHANGES MUST BE ACCEPTED. g .
- THE CONTRACTOR IS OBLIGATED CHANGES AND TREATMENT CONSUL T WITH DESIGNER. MAXIMALNI DELKA PRIPOJNEHO LANA / 2800 . L ZAKLADNI JEDNOTKA KOTVY ) Kontroloval, schvdlil: Datum: LEDEN 2012
- protokol od certifikovaného mista o upevnéni ke konstrukci, nebo staticky vypolet - THE CONTRACTOR IS OBLIGATED ACTUAL SIZE AND STATUS CHECK ON SITE. MAXIMUM LENGTH TRAILER ROPES mm sPECALN SroB DOBETOW DI 2 p, o
upevnéni kotvicino bodu ke konstrukei SOUGASTI TETO CASTI DOKUMENTACE JSOU TAKE TECHNICKE A UZIVATELSKE scronovh peiczosonoviree 5 Investor: x 5 B iE R Zokazkové Chslo:
STANDARDY STAVBY ZPRACOVANE JAKO SAMOSTATNA PRILOHA. * Mestys Veverska BitySka, 664 71 Veverska BitySka g o i doiumentace: | REALZAGN] DOKUMENTACE
- Test report concerning the attachment of the anchoring point to the construction THE PART OF THIS DOCUMENTATION ARE ALSO THE TECHNICAL AND USER NEREZOVE LANO POVINNE _ =) 5 Ssazatecs) .
at the certified point or static calculation of the attachment of the anchoring point to the construction STANDARDS OF THE BUILDING ELABORATED AS THE SAPARATE ANNEX. STAINLESS STEEL CABLE MANDATORY </ K oeegeges . STAVBA: é , . Pare
7 . Tossos R KANALIZACE A COV VEVERSKA BITYSKA
- ve smyslu pfilohy B, &.1. B1.16. €SN 73 1901, vyloudit materialy, které dobie vedou teplo UPOZORNENI ! NEREZOVE LANO, RESP. SMER OSAZENI MONTAZNIHO LANA - i // 3 E E EE SPECIALNI SROUB DO BETONU @omm
- As defined in Appendix B, Article B1.16 of CSN 73 1901 - exclude materials that are Pred ,Zvad,amm do Verby musi zhotovitel vypracovat vyrobne technickou a STAINLESS STEEI CABLE, OR. THE DIRECTION OF PLANTING ASSEMBLY ROPES E CH oeTonovA ZELEzoBETONOVA KCE SO 07 KALOVE HOSPODARSWi
favourable conductors of heat montazni o ) — : 7 — -
neboli dodavatelskou dokumentaci a zkontrolovat jeji soulad s prislusnymi ZONA JISTENEHO PADU 7, ,//' A4
- vyloucit vznik tepelnych mostl SOUViSijCfmi Eastmi FALL ZONE 8 . /~ .//. . ) o Méitko
- exclude the formation of thermal bridges . . v evay s . . . S g / A g s ARCHITEKTONICKE A STAVEBNI RESENI
dokumentace pro realizaci stavby! P¥i zjiSténi eventuelnich nejasnosti nebo At s
nesrovnalosti v dokumentaci je nutné, aby o nich neprodlené informoval (IS I A ISP PRILOHA: . . e o . |CBovykresu
zpracovatele dokumentace pro realizaci stavby! PUDORYS STRECHY - ROZMISTENI KOTVICICH BODU 19
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